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1 Foreword
1 Foreword
Please read these operating instructions carefully before commissioning 
the machine.

No liability will be accepted for any injury, damage or disruption to opera-
tions resulting from failure to comply with these operating instructions!

Persons operating this sliding table saw must have had sufficient instruc-
tion and be suitably qualified!

These operating instructions cannot be regarded as a binding type de-
scription as the manufacturer may have carried out technical modifica-
tions.

The operating instructions must always be available where the machine is be-
ing used. They must be read and heeded by any person performing the follow-
ing activities at or on the machine:

• Operating including set-up, troubleshooting during operation, elimination of 
production waste, care, disposal of operating and auxiliary materials

• Maintenance, repair, inspection
• Transport

It is necessary to comply with national regulations on health and safety at work 
and environmental protection, in addition to the operating instructions.

The removal of safety devices, especially safety hoods for the saw blade cover 
and riving knives, will endanger the operator and may lead to accidents.

Safe work is only possible with a clean machine and a clean environment!

Reproduction of this document or parts thereof is only allowed with our 
permission!
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2 Identification
2 Identification

2.1 Machine identification
The type label attached to the machine stand is used to determine the machine 
identity and further important key data.
 Meaning of the specified designations:

Fig. 2-1  Type label

Typ: Machine designa-
tion

Nummer:
Machine-specific 
identification 
number

Baujahr:
Year when 
machine was 
made

Sägeblatt min Ø
Diameter of the 
smallest permit-
ted saw blade

Sägeblatt max Ø
Diameter of the 
largest permitted 
saw blade

Führungsschlitz-
breite des 
Spaltkeils:

Diameter of the 
guide pins for the 
riving knife in the 
riving knife holder
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2 Identification
2.2 Certificates
The following certificates are provided:

• CE declaration of conformity
• EC prototype certificate
• GS certificate
• BG certificate
• CSA/UL certificate
8

Identification



2 Identification
CE declaration of conformity
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2 Identification
EC prototype certificate
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2 Identification
GS certificate
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2 Identification
BG certificate
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2 Identification
C US certificate
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